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KEYLESS CHUCK

18V LXT® Lithium-Ion Cordless 
3/8" Angle Drill Kit
Model XAD02/Z

Weighs only 4.0 lbs. with battery for 
reduced operator fatigue

COMFORT

Variable speed (0-1,800 RPM) for a 
wide range of drilling and driving 

applications

SPEED

Makita-built 4-pole motor delivers 
121 in.lbs. of Max Torque

POWER

3/8" keyless chuck for fast and easy 
bit installation and removal

CONVENIENCE
MAKITA-BUILT 4-POLE MOTOR DELIVERS 121 IN.LBS. OF MAX TORQUE
• Variable speed (0-1,800 RPM) for a wide range of drilling and driving applications

• 3/8" keyless chuck for fast and easy bit installation and removal

• Compact 3-1/2" angle head height for use in close quarters

• Compact and ergonomic design at only 12-3/8" long

KEYLESS



makitatools.com

18V LXT® Lithium-Ion Cordless 3/8" Angle Drill Kit
Model XAD02

FEATURES & BENEFITS

STANDARD EQUIPMENT

SPECIFICATIONS

Makita offers a wide variety of accessories.  For a complete listing,  
please refer to the Makita General Catalog or visit our website at 

makitatools.com, or call 1-800-4MAKITA.

All specifications subject to change without prior notice.  All models and accessories subject to stock on hand.  
The Makita Teal Color is the trade dress of Makita Corporation and is protected under common law and registered with the U.S. Patent and Trademark Office  
NTF-0914 MA-4244-14

Model XAD02

Model XAD02Z

n Makita-built 4-pole motor delivers 121 in.lbs. of Max Torque

n Variable speed (0-1,800 RPM) for a wide range of drilling and 
driving applications

n 3/8" keyless chuck for fast and easy bit installation and removal

n Compact 3-1/2" angle head height for use in close quarters

n Compact and ergonomic design at only 12-3/8" long

n Weighs only 4.0 lbs. with battery for reduced operator fatigue

n Built-in L.E.D. light with afterglow illuminates the work area

n Equipped with Star Protection Computer Controls™ to 
protect against overloading, over-discharging 
and over-heating

n Rapid Optimum Charger communicates with the battery’s 
built-in chip throughout the charging process to optimize 
battery life by actively controlling current, voltage 
and temperature

n Rapid Optimum Charger has a built-in fan to cool the battery 
for faster, more efficient charging

n Makita technology delivers category-leading charge time, 
so the battery spends more time working and less time 
sitting on the charger

n Compatible with Makita 18V Lithium-Ion batteries with 
Star symbol

n 3-year warranty on tool and 1-year warranty on battery

n (2) 18V LXT® Lithium-Ion 3.0 Ah battery (BL1830)

n 18V Lithium-Ion Rapid Optimum charger (DC18RC)

n Tool bag

n XAD02Z - Tool Only

Capacity steel 3/8"

 wood 1"

No load speed (variable speed) 0-1,800 RPM

Maximum Torque 121 in.lbs./14 N•m

Battery  18V LXT® Lithium-Ion 

Battery charge time 30 min.

Overall length  12-3/8"

Net weight  4 lbs.

Shipping weight  13.3 lbs. 

UPC code XAD02Z  088381-680813

OPTIONAL ACCESSORIES
n 18V Lithium-Ion Rapid Optimum 4-Port Charger   
 (DC18SF) 

n 18V LXT® Lithium-Ion 2.0 Ah Battery  (BL1820)

n 18V LXT® Lithium-Ion 4.0 Ah Battery  (BL1840)


